PETRUCCO | BOX JACKING SYSTEMS
www.petrucco.com

I-PETRUCCO

IE_box jacking systems

CLIENT
TILSTA

PROJECT NAME

RECONSTRUCTION OF LENTVARIS RAILWAY
CROSSING AND CONSTRUCTION OF THE
TUNNEL IN REGIONAL ROAD N° 4707

YEAR
2021

LOCATION
LENTVARIS, LITUANIA

DESCRIPTION:

Box jacking of an underpass divided in two
segments under active railroad using Verona
System and special Verona System

LAUNCH TYPE
L1Open pit

[Partial diversion
UTunnel

X Temporary bridges

TRAVEL DISTANCE
28.00 m - 91'10"

JACKING AVG. PRODUCTION
2.50 m/h (excavation and mucking from the
inside)

BOX SIZE

- Base:15.40 m - 50’ 6”

- Height: 8.25 m - 27" 3"

- Length: 70.00 m - 229’ 7"
(total of 2 segments)

BOX WEIGHT
Segment 1: 3850 ton - 8487 Kips
Segment 2: 3410 ton - 7517 Kips

SHUTDOWN DURATION
0 hours

EXCAVATION TYPOLOGY
X from the inside
Cfrom the outside

TILSTA

- LITUANIA 2021

DRAWINGS
Scale [:500 Scale 1500
10| L 2a0z T ot . 4 4 g A —— [
B _-: .l! ‘. i‘
j s a -
o I —
&
o
e £z
Scole 1500 Scale 13500 ACTVE
. B WTW
[/ il e
[ —
Scole 1500
: DDPETFR e =
Eboxjacklngsys(ems et T
Phose J - Longludal section T Tk’ )
R —

1,10,

] I —.

AND CONSTRUCTION
OF THE TUNNEL S REGIONAL ROKD K 4707 - ||"',;‘,,

JACHING PHASES 1-2-3

PE.39.20_SP_SVR_E_rev.04.dwg

ﬂwm |

Figure 1 - Project phases

PICTURES

Figure 3 - l;/ew of te two segmensA
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Figure 2 - Project phases

Figure 4 - View of the Verona System /nstalled on the acks
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PICTURES

Figure 5 - Jacking of the first segment

Figure 7 - Front nose of the underpass
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