
PETRUCCO | BOX JACKING SYSTEMS  
www.petrucco.com   

2025_PE.23.21_CRAIOVA_ENG  

 

Page 1 of 2 

 

BOX JACKING IN CRAIOVA, ROMANIA  – SPIC – 2025 

  
CLIENT  
SPIC SRL  
 
PROJECT NAME  
Box Jacking works related to the tender in 
Romania “Centura Ocolire Craiova – Southern 
Bypass Variant DN56 –DN55 –DN6” 
 
YEAR  
2025 
 
LOCATION  
CRAIOVA, ROMANIA  
 
DESCRIPTION  
Box jacking of a monolithic concrete 
structure, 51.55 m long, with a cross section 
12.40 m wide and 9.65 m high, weighing 4,050 
tonnes, beneath the temporary CFR G18 
bridge . 
 
LAUNCH TYPE  
☐Open pit  

☐Partial diversion  

☒Tunnel  

☒Temporary bridges  

 
TRAVEL DISTANCE  
60 m 
 
JACKING AVG. PRODUCTION  
3 m/day  
 
BOX SIZE  
- Base : 12.40 m 
- Height : 9.65 m 
- Length: 51.55 m 
 
BOX WEIGH T 
4050  ton 
 
SHUTDOWN DURATION  
No shutdown  
 
EXCAVATION TYPOLOGY  
☒from the inside  

☐from the outside  

DRAWINGS   

 
Figure 1 – P roject plan  

 
Figure 2 – P roject plan  

PICTURES   

 
Figure 3 – Box Jacking  

 
Figure 4 – Box Jacking  
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Figure 5 –  Box jacking into  the ground  

 
F igure 6 – Power packs, jacks and spacers of the Box J acking system  

 
Figure 7 – Box Jacking  fina l phases  

 
Figure 8 – Box in final position  
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